
PRO SERIES 

DATAproÊ 
 

MULTI-PURPOSE 4-CHANNEL DATA LOGGER 

Á Accepts 4 channels of current, pulse count, temperature 
and DC voltage. 

Á Measures True RMS (current only). 

Á User-defined recording intervals of 3, 15, 30 seconds or 1, 

2, 5, 10, 15, 20, 30 minutes or 1, 12, or 24 hours and the 
ability to select maximum, minimum, average, 
instantaneous or all parameters. 

Á Expandable memory from 25,000 records standard to 
100,000 records with the high-memory option), allows for 

weeks to months of recording time. 

Á Better than 1% accuracy (<0.5% typical). 

Á Communications via direct RS232 connection, internal 
modem or wired/wireless LAN systems.  

Á ELOGÊ Windows-based software package for 
programming, set-up, communicating, data retrieval and 
analysis. Easy data exporting to almost any analysis program 

like ExcelÈ. 

Á Installs in minutes and is equipped with strong magnetic 

strips for securing within panels. 

Á Made of heavy plastic, only 8 x 15 x 6 cm (3.2ó x 5.9ó x 
2.4ó) and just 340 gm (12 ounces ) to easily fit inside panels 
for safety and convenience. 

Á Available weather-tight enclosure for outdoor or harsh 

environments. 

Á UL Listed for USA, Canada & Mexico and CE Compliant for 

Europe. 




